110mm diameter upvc
pipe from septic tank

granular fill approx 20 mm

( coarse aggregate)

SEPTIC TANK
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__pipe to have
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2000 20000 Vo) .
I Y I
I .
,,,,,, @kffﬁﬁfffﬁﬁﬁﬁ A ) I S g
e e S e e e e e e e e e = FemEE e S
JPVC pipe ' ‘} B
(a) h S
I S
I ~
11 L4 —1
I o
e o ot i B e e i =~ B e s o o el bt
|
i\ 1" o
|
| o
l . . o
} T~ 110mm diameter UPVC link pipe =
=4
\} 11 —
I o
R R S 2 ) ) e bt
|
L1} ‘i —t
8
1 =]
I =
11 ;} —
o
S o e e e e e e e e B i e s e e et e e e e bt

FRENCH DRAIN LAYOUT

SCALE 1:50

110mm dia. upvc pipe
with 20 holes
in sides every 200mm.

—1 layer of bidum/
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SECTION B-B
SCALE 1: 20

SECTION D-D
SCALE 1:20

GENERAL NOTES

All dimensions on the drawings must be verified against the
existing site conditions before the commencement of any work.

The vertical dimensions of brickwork are based on multiple
centre lines of 85mm and the contractor must set out brickwork
accordingly.

The contractor is responsible for site inspections by the
building inspectors of the local authorities.

Except where otherwise indicated all given levels are
unfinished levels.

The copyright of this drawing vests in the architect unless
otherwise indicated

ALL CONSTRUCTION AND BUILDING METHODS TO COMPLY
WITH THE NATIONAL BUILDING REGULATIONS CODE
SABS 0400.
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