2.1m high Cochrane Taper Locking Post.

Width shall be 85mm - tapering to 45mm with a depth of 85mm
with ‘Locking Recess Mechanism’ to secure panel edge.

and be sealed with a UV stabilized polymer cap.

Finish to be Galvanized. |

Post fixed to wall.
A 100mm high toughened steel Shark Tooth spike shall be affixed to ‘
panel edge, internally at 150mm intervals using Anti-vandal bolts. Spike ‘
finish shall be Hot Dipped Galvanized.
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Sandstone cladding in Random Ashlar pattern.

TYPICAL PLAN

FENCING DETAIL

A 100mm high toughened steel Shark Tooth
spike shall be affixed to
panel edge, internally at 150mm intervals using

Anti-vandal bolts. Spike
finish shall be Hot Dipped Galvanized.

2.1m high Cochrane Taper
Locking Post. Width shall
be 85mm - tapering to
45mm with a depth of
85mm with ‘Locking
Recess Mechanism’ to
secure panel edge. and be
sealed with a UV stabilized
polymer cap. Finish to be
Galvanized. Post fixed to
wall.

Panel shall be of 3,297m width and 2.1m in
height.

* Panel aperture size (centres) shall be 76.2mm x
12.7mm.

» The panel shall be reinforced with 4 x 50mm
deep ‘V’ formation

horizontal recessed bands (rigidity)

» Panel shall have 2 x 70° flanges along sides
(internal fixtures- all fixtures shall be on the inside
of fence line)

TYPICAL SECTION

Panel shall have 2 x 30° flanges along top and toe
(integrated rigid

angle, anti-scale locking device)

* Panel post shall have a flush panel post finish
with no climbing aid.

 Panel shall be affixed to post over 48 line wires
using 8 x Double

boltcomb clamps and 8 x Single bolt comb clamps
using 24 x Anti

vandal bolts.

* Panel and fixtures shall be Galvanized.

GENERAL NOTES

All dimensions on the drawings must be verified against the
existing site conditions before the commencement of any work.

The vertical dimensions of brickwork are based on multiple
centre lines of 85mm and the contractor must set out brickwork
accordingly.

The contractor is responsible for site inspections by the
building inspectors of the local authorities.

Except where otherwise indicated all given levels are
unfinished levels.

The copyright of this drawing vests in the architect unless
otherwise indicated.

ALL CONSTRUCTION AND BUILDING METHODS TO COMPLY
WITH THE NATIONAL BUILDING REGULATIONS CODE
SABS 0400.
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