SANITARY SCHEDULE

GENERAL NOTES
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All dimensions on the drawings must be verified against the
existing site conditions before the commencement of any work.

The vertical dimensions of brickwork are based on multiple
centre lines of 85mm and the contractor must set out brickwork

accordingly.

The contractor is responsible for site inspections by the

building inspectors of the local authorities.

Except where otherwise indicated all given levels are

unfinished levels.

The copyright of this drawing vests in the architect unless

otherwise indicated.

ALL CONSTRUCTION AND BUILDING METHODS TO COMPLY
WITH THE NATIONAL BUILDING REGULATIONS CODE

SABS 0400.
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APPLICATION TOILET APPLICATION KITCHENETTE
DESCRIPTION Vaal San | D o od 90° DESCRIPTION STOVE, SINK & FRIDGE (MINI UNIT)
aT amtaryware \r:Ltjreous china ) a;sy1 43830m|-c gse Corl:'p ecsi9 ?0 White Melamine 1000mm x 600mm stainless steel top with single end bowl with draining board
O.Ut et open r|r;11was2 own plan (cq he|' 5f' ) an ma]\c;[c |hng' itre and electric plug-in two-plate stove. Bowl should be on the left hand side.
mlztern (code 710532) complete with lid, fitments and flush pipe Height 915mm. Swivel mixer with goose-neck spout fixed to sink top.
eloow Melamine cupboard with hinged door, fixed bottom shelf and adjustable second shelf.
120 litre Defy (or similar) Bar fridge with freezer compartment. All by Geza or similar approved
FITTINGS CISTERN - 9 litre cistern (code 710532) complete with lid, FITTINGS Trap-"P" Trap 38mm @
fitments and flush pipe elbow Waste -1.5 heavy sink waste chrome plated with plug, chain and backnut
SEAT COVER - PVC seat Ref No 310 -40
cover and lid Tap - cobra "0.5" single tap hole sink mixer chrome plated.
Ref No 296 Aquila range
ACCESSORIES ACCESSORIES NIL
Toilet roll as per "VAAI" (code: 71511086) 205x160x90mm
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TOILET WHB's SHOWER
DESCRIPTION Vaal Sanitaryware vitreous china 510 x 405mm rounded “Hibiscus” DESCRIPTION
basin with two tapholes, integrated overflow, and chainstay hole 900 x 900mm purpose-built concrete shower
through the centre semi-punched taphole. floor,topped with a sand cement screed and
and bolted to the wall using two 10mm bolts (code 8448Z0). Chome- finished with mosaic tiles
Bottle trap to be used.
FITTINGS FITTINGS
Cobra watertech hydromatic 068adj adjustable shower nose and arm.cobra
Cobra watertech medical square pattern pillar taps code 505-21 complete with all watertech melia undertile chrome plated stoptap with 1/2" female inlets. code: me-
fittings. mark hot & cold. complete with cobra waste traps and overflows slotted 228-15 includes: sliding wall flange and hot & cold indices
with 62mm diameter flange and basin waste " flanged backnut" plug" 862mm
flange "75mm long shank 172" male inlet chrome plated. cobra waste trap.
ACCESSORIES - i
ACCESSORIES 450mm x 1000mm high  width mirror fixed to wall with 4 x crome plated dome capped FLOOR DRAIN - Standard Geberit floor drain.
screws each. franke 'strx625' touch free soap dispenser electronic sensor for wall mounting.
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